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V.S. Antonov, I.N. Sadovsky

Sea sur�ace wave gauge IVMP-1: 
Design description and CAPMOS’05 feld experiment data

The paper describes the 5-strings wavegauge IVMP-1 developed in 2005 and 
modiJed in 2006. Starting from faults of its precursor IUV-1, the principal require-
ments for the design and the signal processing scheme are deJned. The functional and 
circuit diagram of the wavegauge electronic unit are described, the schematic solu-
tion is substantiated. The algorithm of the experimental data processing is described. 
The results of the international Jeld experiment CAPMOS’05 where the developed 
wavegauge was used are presented. The work was supported by RFBR (grant N. 05-
05-64451) and INTAS 03-51-4789.

В работе приводится описание пятиструнноzо волноzрафа ИВМП-1 (из-
мерител| волнения морской поверхности), разработанноzо в 2005 z. и модер-
низированноzо в 2006 z., приводятся основн~е требования, предъявляем~е 
к конструкции и схеме обработки сиzнала, исходя из поzрешностей измерения 
более раннеzо прибора ИУВ-1. Дается описание функционал|ной и принци-
пиал|ной �лектрической схем~ �лектронной части волноzрафа, обоснов~ва-
ется в~бор схемотехническоzо решения. Также представлен алzоритм обра-
ботки полученн~х с еzо помощ|ю данн~х и приведен~ резул|тат~ измерений 
международноzо натурноzо �ксперимента CAPMOS’05, в котором применялся 
разработанн~й прибор. Работа в~полнена при поддержке Фонда содействия 
отечественной науке, zранта РФФИ 05-05-64451 и zранта INTAS 03-51-4789.
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